NEW JERSEY DEPARTMENT OF TRANSPORTATION

SEASONAL ADJUSTMENT AND AXLE CORRECTION FACTORS

FROM 2008 CONTINUOUS TRAFFIC MONITORING STATIONS
2008

PATTERN GROUP 1: INTERSTATE URBAN-FUNCTIONAL CLASS 11
JAN [ FEB | MAR | APR | MAY | JUN [ JUuL | AUG SEP_| OCT | NOV_| DEC
1048 | 1.068 | 1.003 | 0.978 | 0.972 | 0951 | 0.971 | 0.952 1009 | 0985 1.023 1.06
PATTERN GROUP 2: ALL URBAN-FUNCTIONNAL CLASS 12 TO 19
JAN [ FEB | MAR | APR | MAY | JUN | JuL | AUG | SEP | OCT | NOV_ | DEC
1052 | 1.044 | 0.997 0.968 | 0.974 | 0.947 | 0.989 0.986 0.999 0.99 1.034 1.044
PATTERN GROUP 3: ALL RURAL-FUNCTIONAL CLASS 02 TO 08
JAN [ FEB | MAR | APR | MAY | JUN | JuL | AUG | SEP | OCT | NOV_ | DEC
1.1 | 1.004 1027 | 0979 | 0953 | 091 | 0944 | 0916 | 1004 | 1016 | 1.089 | 1.1
PATTERN GROUP 4: INTERSTATE RURAL-FUNCTIONAL CLASS 01
JAN [ FEB | MAR | APR MAY [ JUN [ JUL [ AUG [ SEP [ OCT [ NOV_ | DEC
1095 | 1109 | 1.049 | 1.004 | 0985 | 0.94 | 0.905 | 0.877 | 1.017 | 1.004 | 1.02 1.059
PATTERN GROUP 5: RECREATIONAL
JAN [ FEB | MAR | APR | MAY | JUN | JuL | AUG | SEP | OCT | NOV_ | DEC
1315 | 1.299 1186 | 1075 | 0917 | 0795 | 0677 | 0719 | 0.977 | 1131 | 1298 | 1347
Functional Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov. Dec
class
factor sites factor sites factor sites. factor sites. factor sites. factor sites. factor sites. factor sites. factor sites. factor sites. factor sites. factor sites
1 0.886 5 0.888 5 0.900 4 0.884 5 0.874 3 0.898 4 0.898 5 0.900 5 0.884 5 0.874 4 0.882 4 0878 4
0.900 10 0.900 9 0.898 9 0.892 7 0.896 7 0.900 8 0.904 9 0.910 12 0.904 11 0.908 12 0.916 13 0914 11
0.958 7 0.958 6 0.954 5 0.982 3 0.982 3 0.984 4 0972 5 0.968 5 0.964 6 0.962 7 0.964 8 0.966 8
4 0.968 15 0972 11 0.962 10 0.966 11 0.968 11 0.962 12 0.966 14 0.968 16 0.968 14 0.966 15 0.974 13 0.974 15
0.950 7 0.946 7 0.908 4 0.924 5 0.934 6 0.908 4 0.908 4 0.922 5 0.926 5 0.986 4 0.984 3 0.986 4
0.984 10 0.984 10 0.984 10 0.984 10 0.984 10 0.984 10 0.984 10 0.984 10 0.984 10 0.984 10 0.984 10 0.984 10
9 0.972 6 0972 6 0972 6 0.972 6 0.972 6 0972 6 0972 6 0.972 6 0.972 6 0972 6 0972 6 0972 6
2 0.956 4 0.958 4 0.952 4 0.972 3 0.954 4 0.954 4 0.976 3 0.954 4 0.954 4 0.952 4 0.956 4 0.960 4
6 0.954 6 0.954 6 0.952 6 0.950 6 0.952 6 0.954 6 0.964 7 0.958 6 0.962 7 0.962 6 0.964 6 0.960 6
7 0.960 1 0.966 1 0972 2 0.968 2 0972 2 0.970 2 0972 3 0.972 3 0.972 3 0972 3 0972 3 0.976 3
8 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3 0.968 3
9 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7 0.980 7

Seasonal Pattern Factors are used to estimate Annual Average Daily Traffic (AADT) volume
from Average 24-hour Weekday (Tuesday - Thursday) volume.

Axle Correction Factors are used to estimate number of vehicles from axle-pair counts

that use single tubes and Automatic Traffic Recorders (ATRs).
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